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Safety for all automatic doors
• Infrared barrier composed of an emit-

ter and a receiver with rectangular 

heads, and with integral amplification.

• Meets the requirements of the new 

CEN norm, and of the French “arrêté 

ministériel” about automatic doors, 

thus being appropriate for fitting all 

existing doors in accordance with this 

regulation.

• Small size heads, easy to fit in most 

sections, easy to mount, and no set-

tings.

• Enables a mounting very close to the 

floor (20 cm), a long range (up to 5 m) 

and can be slightly out of alignment.

• Protected against short time wrong 

connections, and immunized against 

disturbance caused by surrounding 

light (sun or artificial light).

• Benefits from a range of accessories: 

a black front cover to mount the

SBK-111 from the front of the section 

(in case of no opening on the back), 

and one for the surface mounting.
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Accessories and Options
• Flush mounting kit for mounting in frame 

profiles.
• Surface mounting kit for mounting on pro-

files, walls or rails.

Technical specifications
• Technology: active infrared 
• Mounting height: min. 0.2 m above the 

floor
• Distance between the beams: min. 0.2 m

(crossed beams)
- minimum range 0.3 m
- maximum range 5 m

• Half opening angle of the beam: 8°
• Detection mode: presence 
              (beam interruption)
• Response time: < 6 ms 
• Supply voltage: 12 to 24 V 
             DC -5% / +20%
• Current consumption: 
 - emitter < 30 mA
 - receiver < 10 mA

• Output: open collector transistor 
(NPN or PNP)

 - max. voltage 30 V DC 
 - max. current 20 mA
 - voltage drop 2 V under 20 mA
• Temperature range: - 20 °C to + 55 °C
• Immunity:
 - sunlight 75000 Lux
 - incandescent lamp 25000 Lux under 

  an 8° angle
• Dimensions (mm): 

121(H) x 11.5(W) x 11(D)
• Material:  ABS
• Housing colour: black
• Cable length: 6 m
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TECHNICAL DATA  BESAM SBK-111

Besam Ltd. Washington House, Brooklands Close, Sunbury on Thames, Middlesex TW16 7EQ
Tel: +44 1932 765 888, Fax: +44 1932 765 864
e-mail: info@besam.co.uk
www.besam.com
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